
ELECTRONIC BALANCE M2
Area weight balance used to determine the weight in grams per square meter (g / m²) of fabrics, leather, papers 
or other materials following the cut made with circular samples size 100 cm2.
These precision electronic balances are mainly used in textile laboratories for the determination of the yarn count, 
tapes and wicks according to the titration systems with accuracy of +/- 0.001 g following the preparation of the 
skeins with Aspino manual 08 or electric 09.

TTechnical features:
- Resolution: ± 0.01 g or ± 0.001 g;
- Capacity: 200g
- Plate: Ø 110mm;
- Calibration: external;
- High resolution load cell weighing system;
- Selectable units of measure: grams, carats, ounces, pounds, 
 penns, ounces, grain, etc; penns, ounces, grain, etc;
- Piece counting function;
- Internal battery power supply or with external power supply  
  (110-230VAC 50 / 60H; out 9V 1A 10VA);
- RS232C serial communication port;
- Selection of 5 filter levels;

Dimensions: 190 x 255 x 80 mm
WWeight: 1.5 kg;

CIRCULAR SAMPLE CUTTER 100CM2
The circular sample cutter, with a surface of 100cm2, used to cut samples of fabric, leather, paper or other 
materials in order to determine the weight per square meter (m2). 
This instrument is used together with the precision electronic balance (0.01g) for the determination of the weight 
expressed in g / m2.
The cut is made by four special blades, which can be adjusted in depth of cut, to obtain a perfect cut. 
The blades are easily replaceable and in total safetThe blades are easily replaceable and in total safety.

Technical features:
- cutting surface: 100 cm2;
- model with 4 adjustable blades;
- maximum cutting depth: 5mm;
- size: 350 x 350 x 250mm;
- Weight: 2.5Kg.

Standards: ISO 3374, ISO 3801, UNI EN 12127,Standards: ISO 3374, ISO 3801, UNI EN 12127, ASTM D2646, ASTM D3776, 
BS 3424, M&S P65, M&S P65A, NEXT 20, DIN 53854  and UNI 5114,

Accessories included:
- set of 4 spare blades
- cork plate for cutting samples.

Also available with 38 mm or 140 mm diameter (mainly used with Martindale).

CAIMI Srl  Via Villoresi, 64/G 20029 Turbigo (MI) - ITALY Tel. +390331899323 Fax +390331871502 caimi@caimi.net - www.caimi.net

ELECTRONIC BALANCE M2
CIRCULAR SAMPLE CUTTER 100 CM2


